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LED

Designed for lighting linear architectural features
internally or externally. Usually used to create a wash
of light under steps, above a kickboard, under a bar top
or soft display case lighting.

The system is based on a 21x14 silver anodised
aluminium profile with a clear cover as standard. A
frosted diffuser creates a softer light and cuts down the
glare from the LEDs and an opal diffuser is useful to
create lines of uniform light when seen directly. 

Lengths are custom made to suit, to a maximum
5.1 metres, although practicalities of transport and
installation need to be considered.

LED's are at 14mm centres and run in sets of
10 (140mm).
The end fixing detail allows LD20 to be recessed,
or rotated 180° to surface mount.

Note!  To minimise the distance from LED to end
fixing the cable entry can be central.
Check details with LGX.

IP 54

LED Colour
  
Warm white (2850K)
White (5000K)
Blue
Green
Red
Amber
RGB

Suffix

/LWW
/LW
/LB
/LG
/LR
/LA

/RGB

Suffix

/FD
/OD

/IP54

Finish 
 
Silver anodised aluminium 

Frosted Diffuser
Opal Diffuser
External Use

LD20 - LED Linear System

Options for LD20

Fixing Details / sizes
 
Flush Mount
Surface Mount
Blank

Cables
 
2 Core Cable
Singles - End / Rear / Side

20 Bourne Road Ind. Park, Crayford, Kent DA1 4BZ

Fixing with No.4 CSK
 self tapping screw

Cord Grip 

15

Use TXDO24020 / TXDO24075 for 24Vdc power
supply for single colour LEDs.
A number of options are available for RGB control by
sequencer, 1-10V or DMX depending on the effect
required. See catalogue (edition 9) page 91 - 93 for
wiring diagrams and drivers.
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