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LED

1W or 2W LED Steplight with 63mm diameter
stainless steel bezel. The lens assembly is
inclined by 20° for a floorwash il lumination
and low glare. It works best with a 15° lens.
For indoor and outdoor use.

Use with 1W (350mA) or 2W (700mA) Drivers.
See catalogue (edition 9) page 86 - 89 for
wiring diagrams and drivers.

IP 65

Lens + LED Options

1W 350mA LED
2W 700mA LED
6° spot lens
15° flood lens
8 x 25° fresnel 'spreader' lens

Suffix

LD48 / LD47
LD248 / LD247

/06
/15
/85

LED Colour

Warm white (3000K)
White (5000K)
Blue
Green
Red
Amber

Suffix

/LWW
/LW
/LB
/LG
/LR
/LA

Bezel finish options

Stainless steel 316 (Standard)
Polished stainless steel
Powder coated white / black

A compact 60mm square bezel version.

LD47 / LD247

LD48 / LD248

Options for LD48 / LD248 / LD47 / LD247

Fixing Details / sizes

'O' Ring and Sleeve
/477

Spring Clips
/SC

Options: - 

Or
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With Clips
(50 Ø Cutout)

Sleeve can be bonded
into wood, concrete or
aluminium plate


