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LED LED

LED power Spacing Drivers

LD35 - 1W LED’s - min. 40mm 350mA
LD235 - 2W LED’s - min. 60mm 700mA

LED colour options Suffix

Warm White (2950K) /LWW
White (5000K) /LW
Blue /LB
Green /LG
Red /LR
Amber /LA
Other LED colours can be achieved using colour filters

Lens options Suffix

6 degree spot /06
15 degree flood /15
8 x 25 degree ‘Narrow’ beam /85N
8 x 25 degree ‘Wide’ beam /85W

Finish options Suffix

Silver anodised (standard)
Black anodised
Powder coated white

Method 2
LD35/235 mounted on pivot brackets, which enable +/- 90° rotation.
Specify Dim

DIM

5

50

42

90° Tilt

5

45

50

Product Product LED LED LED LED Lens  Lens  FinishFinish MountingMounting LengthLength
codecode colourcolour spacingspacing angleangle methodmethod (DIM)(DIM)

LD35
LD235

Example: LD35 / LB / 50mm / 15 degree / Silver anodised / Method 1 / 500mm

Use with 350mA (1W) or 700mA (2W) Drivers on pages 82-85

Transverse Spread / 85T Axial Spread / 85Aerse SansvrT ead / 85Tprerse S ead / 85Aprxial SA

/ 85N
Narrow beam

/ 85W 
Wide beam

Cover options Suffix

External use IP54 with clear cover /IP54

7372



LD35/LD235 IP68 
Exterior LD35/LD235 is an IP68 class III SELV system suitable for harsh
environments, whether on building facades, illuminating window reveals, or
submerged in water features.

The polycarbonate extrusion is manufactured to the custom  length required,
up to a maximum of 3500mm and is surface mounted. Fixed by means of spring
clip or saddle clip (see opposite), both enabling the tube to be rotated, to direct
the light output.

Inside the tube the LD35/LD235 is mounted on a aluminium “C” extrusion,
which comes in a standard finish of white.
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LED LED

50Ø
40OAL

Exterior LD35/LD235 Fixings
/SC - Sprung fixing clip. (2 off per
metre) included as standard.

/SF - Saddle fixing clip. 
Available as an optional 
accessory (2 per m. required).Specification

The specification is the same as the indoor LD35/LD235 but make sure you specify you
want the IP68 version.

34

15

62

61

75

65

25

29.529.5

62Ø with end caps

IP68

Product Product LED LED LED LED Lens  Lens  MountingMounting LengthLength FinishFinish
codecode colourcolour spacingspacing angleangle methodmethod (DIM)(DIM)

LD35 IP68
LD235 IP68

Example: LD35 IP68 / LWW / 50mm / 15 degree / SC / 1000mm / Silver anodised 

Design: Light Bureau
Project: Luminaire building, Manchester
Product: LD35/LB/IP68 

7574
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LED LED

Specialist Applications

LD25 Prismex Panel
LD25 can be used with a prismex acrylic panel. When edge lit from both sides
an even spread of light is produced across the panel with good intensity.

As this is such a custom product it is best to send us a sketch of what you require.

The maximum size of a Prismex Panel is 3m x 1.5m

1.5m is the maximum distance between two illuminated sides.

If illuminating from one side then 0.8m is the maximum width.

LED colour options Suffix

Warm White (2950K) /LWW
White (5000K) /LW
Blue /LB
Green /LG
Red /LR
Amber /LA

RGB Colour Mixing /RGB
RGB Tri Chip /RGBT

Cabinet 
Carcass

25

22
36

LD25 LED System

10mm 
Prismex

Paint back 
matt white

Aluminium clamp at light
entry - fiexed to prismex.
Supplied by LGX

Cabinet 
Carcass

6.4 Laminated glass 
‘Artic Frost’ interleaving

5mm minimum 
gap between
glass and prismex

= MDF packing pieces

Please Note! LD25 and prismex panel supplied separately.  

As this is such a custom product it is best to send us a sketch of what you require

Use with 350mA (1W) or 700mA (2W) Drivers on pages 82-85

Installation needs to be thought about when designing the detail for the LD25
Prismex Panel. If the prismex is going to slide into place after the fitting of the
LD25 then side access will be needed. If fitting is from the front only then there will
need to enough thickness top and bottom to hide the LD25.

Below is an example installation diagram:

Image showing prismex panel
and half covered with‘artic
frost’ panel.

Design: Spectron Systems
Project: Private Residence
Product: LD25 Prismex Panel

7776

LED options 

1W LEDs (350mA)
2W LEDs (700mA)

22
36

Max
1458mm

Light panel applications:
�l Back bar/shelving lighting
�l Back lighting to signage or frosted glass in reception desks or screens
�l Light boxes where depth available is restricted 
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LED LED

LD30/LD230 Hanging Rail
Using the LD30 Linear LED system, this is a very neat way of illuminating
clothes in wardrobes. The built in 78° reflector focuses the light down onto the
clothes and as it is LED there is no UV and projected heat so it is perfect for
this application. The profile is held in place by two matching machined
brackets, and if a length of more than 1.2m is required then centre supports
can be specified. We recommend that the standard silver anodised finish is
used as this the hardest wearing.
Please send us a sketch if you require further rails to be added on top of each other.

LED colour options Suffix

Warm White (2950K) /LWW
White (5000K) /LW

Finish options 

Silver anodised

Cover options Suffix

Clear cover (standard) /CC
Frosted diffuser /FD

Mounting Method
Specify Dim

Optional Centre Support
/CS for lengths over 1.2m

DIM

30Ø

5

DIM

DIM 12.5
25

29Ø 54Ø

A second LED rail can be added

M4 grub screw

Wardrobe

LED options 

1W LEDs (350mA) LD30
2W LEDs (700mA) LD230

Use with 350mA (1W) or 700mA (2W) Drivers on pages 82-85

Fixing options Suffix

Central support /CS

Product code LED colour Cover Fixing option Length

LD30/LD230
Hanging

rail

Example: LD30 Hanging rail / LWW / CC / 1000mm

7978

38

38
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LED LED

RGB Colour Changing LED’s
LED’s may be individually dimmed, with no minimum level or warm-up required.
When the emission from Red, Green and Blue LED’s are mixed, illumination in
an unlimited variety of colours can be achieved.  LightGraphix controllers
enable colour mixing, as well as ‘change over time’ sequencing effects, and
can be programmed by DALI, DMX or 1-10volt interface.

Spotlights with RGB option:
�l LD39 (RGB)
�l LD56 (Tri chip LED)
�l LD46 (Tri chip LED)
�l LD150 (RGGB chip LED)
�l LD153 (RGGB chip LED)

Linear fittings with RGB:
�l LD12 LT (RGB chip)
�l LD20 (RGB chip)

The fittings below can either be specified with 3 single LEDs (red, green
and blue) or the Tri chip (red, green and blue in one LED)

�l LD25 
�l LD32
�l LD30

The choice of system and particularly the choice of control system, will depend
on the effect required, controls to link up to and how the colours are going to
be chosen and maintained. 

Also, since new drivers and controllers are introduced constantly this means
that each system supplied is subtly (or radically) different, so if colour
changing is required contact the LGX technical department for scheme design
advice and support.

Design: Spectron Solutions
Project: Private Residence
Product: LD20 RGB

Design: Spectron Solutions
Project: Private Residence
Product: LD25 Prismex Panel

8180
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LED LED

TXDS2 TXDL06CC350 TXDP12

Number of 1W LED fittings 1 - 3 1 - 4 1 - 8

Number of (3 x 1W) LED fittings 1 1 1 - 2

Number of 7W LED fittings eg. LD150, LD153, LD190, LD195 - - 1

Dimmable no no no

Output Current (mA) 350mA 350mA 350mA

Output Voltage (V) max 12.5V 2 -20V max 28V

Dimensions LxWxH (mm) 49 x 40 x 21 45 x 60 x 25 115 x 34 x 19

Dimensions when IP68 (mm) N/A IP67 as standard 250 x 50Ø

TXDLDIMTE TXDV15D350 TXDL18CC-350D TXDL20 TXDL36RGB

1 - 9 1 - 12 4 - 12 1 - 16 (2 x8) 36 (3x 3-12)

1 - 3 1 - 4 1 - 4 1 - 4 (2 x 2) -

1 1 1 1 - 2 -

240V trailing edge 0 - 10V 0 - 10V 0 - 10V DMX512 (0-100%)

350mA 350mA 350mA 350mA 350mA

max 36V max 48V 12 - 58V 4 - 32V 48V

99 x 39 x 23 67 x 103 x 30 153 x 40 x 30.5 110 x 52 x 24 310 x 55 x 45

250 x 50Ø N/A IP67 as standard 250 x 70Ø N/A

These provide a constant 350mA current suitable for 1W LED’s and are available as interior and
exterior versions (achieved by an IP68 enclosure).  
They may be located up to 10 metres from a luminaire, with an ‘in series’ wiring method required 

350mA 1W Constant Current Drivers

LED drivers and wiring
LED’s are different to normal low voltage light fittings in that they must be wired in series, and use specific LED drivers. 

350mA 1W Constant Current Drivers
They may be located up to 10 metres from a luminaire, with an ‘in series’ wiring method required 

Please note: Drivers need adequate ventilation, allow space between multiple drivers.

LED LED LED

DRIVER

Mains
supply

–
+L

N 350mA or
700mA

8382
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LED LED

TXDS2/700 TXDLDIMTE/700 TXDP17

Number of 2W LED fittings 1 - 2 1 - 4 1 - 6

Number of LD1050 fittings - - -

Dimmable no 240V trailing edge no

Output Current (mA) 700mA 700mA 700mA

Output Voltage (V) max 5V max 18V max 24V

Dimensions LxWxH (mm) 49 x 40 x 21 99 x 39 x 23 123 x 38 x 21

Dimensions when IP68 (mm) N/A 250 x 50Ø 250 x 50Ø

TXDV15D700 TXDL20/700 TXDL36CC-700D

1 - 6 1 - 8 1 - 12

- 1 1

0 - 10V 0 -10V 0 -10V

700mA 700mA 700mA

max 24V 4 - 16V 12 - 58V

67 x 103 x 30 110 x 52 x 24 153 x 40 x 30.5

N/A 250 x 70Ø IP67 as standard

700mA 2W Constant Current Drivers 700mA 2W Constant Current Drivers
These provide a constant 700mA current suitable for 2W LED’s and are available as interior and
exterior versions (achieved by an IP68 enclosure).  
They may be located up to 10 metres from a luminaire, with an ‘in series’ wiring method required.

LED LED LED

DRIVER

They may be located up to 10 metres from a luminaire, with an ‘in series’ wiring method required.
Please note: Drivers need adequate ventilation, allow space between multiple drivers.

LED drivers and wiring
LED’s are different to normal low voltage light fittings in that they must be wired in series, and use specific LED drivers. 

TXDV24DC/1 TXDV24DC/2

1 - 3 1 - 3

- -

no no

350mA 700mA

– –

86 x 48 x 26 125 x 50 x 25

IP64 as standard IP64 as standard

12V / 24V Input Drivers

These come in both 350mA and 700mA output versions.
They are sealed as standard to IP64.

Mains
supply

–
+L

N 350mA or
700mA

8584
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LED LED

TXDO24020 TXDO24075 TXDL24100 TXDO-DIM

Output Power (W) 20W 75W 100W 0 - 120W

Dimmable use with TXDO-DIM use with TXDO-DIM use with TXDO-DIM 1-10V (0-100%)

Output Voltage (V) 24V 24V 24V 24V

Dimensions LxWxH (mm) 109 x 50 x 35 220 x 46.2 x 43.6 230 x 65 x 42 172 x 42 x 20

Dimensions when IP68 (mm) 250 x 70Ø 360 x 75Ø IP67 as standard 250 x 75Ø

TXDO-DIM RGB TXDO-DIM RGB DMX

3 x 48W 48W per channel

1-10V (0-100%) DMX (0 - 100%)

24V 24V

172 x 42 x 20 172 x 42 x 20

250 x 75Ø 250 x 75Ø

LED MODULE

LED MODULE

LED MODULE

LED MODULE

RGB LED MODULE

RGB LED MODULEDRIVER

DRIVER

DRIVER

DRIVER

DIMMING CONTROL

DIMMING CONTROL

DIMMING CONTROL

24V Constant Voltage
Drivers and Controllers 

These drivers provide a may be positioned up to 10 metres from a luminaire, limited by the specification of the
secondary cables installed. Please note: Drivers need adequate ventilation, allow space between multiple drivers.

24V LED LightTube and LD20 Wiring and Drivers

LED MODULEDRIVER
Mains

supply 24V
–
+L

N

TXDO-DIM Wiring

TXDO-DIM RGB Wiring

TXDO-DIM RGB DMX Wiring

–
+L

N
Mains

supply

24V

Mains
supply

L
N

24V
–
+

TXDO-DIM

1 - 10v
DIMMING

TXDO24020
TXDO24075
TXDL24100

Mains
supply

TXDO-DIM

24V
L
N

–
+

TXDO24020
TXDO24075
TXDL24100

B
G
R

3 X 1-10V interface
Potentiometer
(100 K      linear)

Mains
supply

24V
L
N

–
+

TXDO24020
TXDO24075
TXDL  24100

TXDO-RGB DMX
GND
– DATA    DMX INPUT
+ DATA

8786
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LED LED

IP68 Driver
Drivers available in IP68 versions are supplied in a clear polycarbonate tube
with sealing end caps and glands for the cables. See driver table for
dimensions.

8988

Small IP Box

-goes with 280mm enclosure pic

Large IP Box

-goes with 380mm enclosure pic

Gear Trays
When multiple drivers are required (which is usually the case with our linear
LED systems) we can supply up to 5 drivers on a gear tray. This makes the
installation quicker and tidier.

IP Rated boxes
We are now offering IP rated boxes to house drivers and dimmer units when
they are being used in an outside environment. Two sizes are available. 

380

190 130

325

159

Small IP Box

-goes with 280mm enclosure pic

Large IP Box

-goes with 380mm enclosure pic

280

190 130

Small IP Box Large IP Box




