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Light efficiency:

@FEReWATTT) output: 37.31m

Light quality: Peak: 29.8 cd

Power:  5.1W

Color temperature:

PF: 0.34
( 200018 j 12 PLANES

165 180 165

Beam angle

Color
CIE1931
x: 0.460
y: 0.406

Light measurement was created using the Viso Systems - Light Inspector. www.visosystems.com

No photo

Tracking number: VT201214-008664
Product name:

LD42D-700-LW27-EOB
(14-12-20)

Date and time:

14/12/2020 09:23:00

Additional information:

WITH 60X10 FILM, FROST, MB

POTENTIAL PUT FORWARD

o<

oltage: 246 V
urrent: 0.061 A

POV-



http://www.visosystems.com/tracking?id=VT201214-008664

VISO:::

SYSTENISosoooe

Colormetrics
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CRI: 92.8 (R1-R8)
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CRI R values, only R1-R8 are used to calculate final CRI value
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R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11l R12 R13 R14 R15

CQS: 89.4

[ Rt [ R2 [ R3 [ Ra [R5 [ Re | R7 | R8 | Ro [Ri0 [ R11 | R12 [ R13 [ R14 [ R15 |
| 9333 [ 96.75 | 98.18 | 92.82 | 93.11 | 96.35 | 90.99 | 81.00 | 59.26 | 91.36 | 93.72 | 86.99 | 04.27 [ 98.32 [ 80.21 |

TM30 C values, 16 binned values out of total of 99 C values
[ci [ ca ] c3[ca [ cs | ce | cr[cs [ cociwcia[ciz2]|ciza]|cia]cis|cie]|
|89.81 | 90.32 [ 86.31 [ 91.74 | 93.85 | 92.42 92.10 | 95.36 | 95.20 | 91.60 | 88.93 | 88.37 | 89.89 | 86.69 [ 90.45 | 85.24 |

CQS Q values
[@1 [ o2 [ o3 [ s [ o5 [ o6 | @7 [ 8 | @9 [ Qi [ Qi1 [ Q12 [ Qi3 | Qua [ qis |
| 86.80 | 94.97 | 88.18 | 88.35 | 91.05 | 90.31 | 87.89 | 89.54 | 96.39 [ 92.10 | 91.00 | 90.05 | 90.28 | 86.37 | 86.12 |

Color parameters

96

CCT CRI CRIR9 TM30 Rf TM30 Rg CQs

2668 K 92.8 59.3 90.5 100.7 89.4
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Beam details 30f3
Distance (meter) 1m 2m 3m 4m 5m
Distance (feet) 3.3ft 6.6 ft 9.8 ft 13.1ft 16.4 ft

1Ix
21
3x
Lux* 6Ix
25 Ix
58°
beam center
2.3/fcd
Footcandles*
0.6 fcd
*measured at 0.3/fcd
center of beam
0.1 fcd
0.1/fcd
Beam width (meter) 11m 22m 3.3m 45m 56m
Beam width (feet) 3.7t 7.3t 11t 14.6 ft 18.3 ft
Intensities in 0° c-plane
0° 5° 10° | 15° | 20° | 25° | 30° | 35° | 40° | 45° | 50° | 55° | 60° | 65° | 70° | 75° | 80° | 85° | 90° | 95°
248 | 244 | 242 | 238 | 230 | 217 | 199 | 173 | 144 | 115 | 88 | 65 | 47 | 32 | 21 | 1.2 | 05 | 02 | 01 | 00
100% | 98% | 97% | 96% | 93% | 88% | 80% | 70% | 58% | 46% | 35% | 26% | 19% | 13% | 8% | 5% | 2% | 1% | 0% | 0%
Intensities in 90° c-plane
0° 5° 10° | 15° | 20° | 25° | 30° | 35° | 40° | 45° | 50° | 55° | 60° | 65° | 70° | 75° | 80° | 85° | 90° | 95°
248 | 293 | 296 | 280 | 253 | 219 | 185 | 154 | 129 | 109 | 91 | 76 | 63 | 50 | 37 | 27 | 16 | 08 | 03 | 00
100% | 118% | 119% | 113% | 102% | 88% | 75% | 62% | 52% | 44% | 37% | 31% | 25% | 20% | 15% | 11% | 6% | 3% | 1% | 0%
Intensities in 180° c-plane
0° 5° 10° | 15° | 20° | 25° | 30° | 35° | 40° | 45° | 50° | 55° | 60° | 65° | 70° | 75° | 80° | 85° | 90° | 95°
248 | 244 | 242 | 238 | 230 | 217 | 199 | 173 | 144 | 115 | 88 | 65 | 47 | 32 | 21 | 12 | 05 | 02 | 01 | 00
100% | 98% | 97% | 96% | 93% | 88% | 80% | 70% | 58% | 46% | 35% | 26% | 19% | 13% | 8% | 5% | 2% | 1% | 0% | 0%
Intensities in 270° c-plane
0° 5° 10° | 15° | 20° | 25° | 30° | 35° | 40° | 45° | 50° | 55° | 60° | 65° | 70° | 75° | 80° | 85° | 90° | 95°
248 | 190 | 134 | 87 | 45 | 21 | 08 | 04 | 02 | 01 | 01 | 01 | 01 | 01 | 01 | 01 | 01 | 01 | 01 | 00
100% | 77% | 54% | 35% | 18% | 8% | 3% | 2% | 1% | 1% | 0% | 1% | 1% | 0% | 1% | 1% | 1% | 1% | 0% | 0%
Beam angle 50% Field angle 10% Cutoff angle 2.5% Intensity ratio in 120° cone Intensity ratio in 90° cone
58.3° 108.5° 130.0° 88.4% 69.6%




