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Light efficiency:

€ D ourut 23 1m

Light quality: Peak: 51.6 cd

Power: 5.3W
Color temperature:

( —— j PF: 0.34

12 PLANES

165 180 165

Beam angle

Color
CIE1931
x: 0.452
y: 0.400

Spectra

sl
400450 NS 650 700 750 800 |

No photo

Tracking number: VT201214-007598
Product name:

LD42D-700-LW27-WB (14-12-20)

Date and time:

14/12/2020 09:31:40

Additional information:

USING 30DEG DIFFUSER & PN

POTENTIAL PUT FORWARD

Power Voltage: 245 V
/’\C urrent: 0.064 A

Light measurement was created using the Viso Systems - Light Inspector. www.visosystems.com


http://www.visosystems.com/tracking?id=VT201214-007598
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Colormetrics
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TM30: 91.1

CIE 1931 ZOOM

CRI: 94.3 (R1-R8)
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Cl C2 C3 C4 C5 C6 C7 C8 C9 Cl0 Cll Cl2 C13 Cl4 C15 Cl6 R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R1l R12 R13 R14 R15
CRI R values, only R1-R8 are used to calculate final CRI value CQS 908
[Re [ Re [ Rs [ Ra [R5 [ Re | R7 [ R8 [ Ro [ R10 | R11 [ R12 [ R13 [ R14 [ R15 | = 92 94 S 94 92 g1

| 96.01 [ 98.86 | 98.18 | 94.41 | 95.85 | 96.23 | 91.19 | 83.91 | 66.91 | 96.31 | 95.30 | 85.51 | 97.23 [ 99.06 | 92.53 |

TM30 C values, 16 binned values out of total of 99 C values
[ci [ ca ] c3[ca [ cs | ce | cr[cs [ cociwcia[ciz2]|ciza]|cia]cis|cie]|
|90.71 | 92.07 | 89.64 | 93.50 | 94.13 | 04.41 | 93.63 | 97.20 | 93.50 | 89.28 | 88.43 | 88.51 | 89.67 | 86.64 [ 91.86 | 84.64 |

CQS Q values
[@1 [ o2 [ o3 [ s [ o5 [ o6 | @7 [ 8 | @9 [ Qi [ Qi1 [ Q12 [ Qi3 | Qua [ qis |
| 89.20 | 94.87 | 89.01 | 88.11 | 91.67 | 93.50 | 90.04 | 90.54 | 96.66 | 93.54 [ 92.07 | 91.07 [ 91.04 | 88.69 | 88.63 |

Color parameters

CCT CRI CRIR9 TM30 Rf TM30 Rg CQs

100.2 90.8

2736 K 94.3 66.9 91.1
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Beam details 30f3
Distance (meter) 1m 2m 3m 4m 5m
Distance (feet) 3.3ft 6.6 ft 9.8 ft 13.1ft 16.4 ft

2 Ix
3Ix
51x
Lux* 11 Ix
43 Ix
48°
beam center
4.0 fed
Footcandles*
1.0/fcd
*measured at 0.4/fcd
center of beam
0.2/fcd
0.2/fcd
Beam width (meter) 09m 1.8m 2.7m 35m 44 m
Beam width (feet) 291t 5.8 ft 8.7 ft 11.6 ft 145 ft
Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28> | 30° | 32° | 34° | 36° | 38°
426 | 423 | 41.8 | 410 | 40.1 | 389 | 375 | 359 | 341 | 323 | 303 | 282 | 261 | 240 | 218 | 198 | 17.7 | 157 | 140 | 123
100% | 99% | 98% | 96% | 94% | 91% | 88% | 84% | 80% | 76% | 71% | 66% | 61% | 56% | 51% | 46% | 42% | 37% | 33% | 29%
Intensities in 90° c-plane
0° 2° 4° 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28> | 30° | 32° | 34° | 36° | 38°
426 | 475 | 499 | 51.0 | 515 | 51.4 | 50.8 | 49.9 | 485 | 47.0 | 451 | 42.9 | 406 | 381 | 353 | 32.6 | 29.7 | 269 | 241 | 215
100% | 111% | 117% | 120% | 121% | 121% | 119% | 117% | 114% | 110% | 106% | 101% | 95% | 89% | 83% | 76% | 70% | 63% | 57% | 50%
Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28 | 30° | 32° | 34° | 36° | 38°
426 | 423 | 41.8 | 410 | 40.1 | 389 | 375 | 359 | 341 | 323 | 303 | 282 | 261 | 240 | 218 | 198 | 17.7 | 157 | 140 | 123
100% | 99% | 98% | 96% | 94% | 91% | 88% | 84% | 80% | 76% | 71% | 66% | 61% | 56% | 51% | 46% | 42% | 37% | 33% | 29%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28> | 30° | 32° | 34° | 36° | 38°
426 | 398 | 354 | 312 | 272 | 237 | 204 | 172 | 142 | 112 | 86 | 64 | 45 | 30 | 18 | 1.0 | 05 | 03 | 02 | 01
100% | 93% | 83% | 73% | 64% | 56% | 48% | 40% | 33% | 26% | 20% | 15% | 11% | 7% | 4% | 2% | 1% | 1% | 0% | 0%
Beam angle 50% Field angle 10% Cutoff angle 2.5% Intensity ratio in 120° cone Intensity ratio in 90° cone
47.7° 90.3° 116.6° 94.3% 81.9%




